INK FILM & GLASS DISC

Black ink coating on thin film and soda lime glass

COATING FILM GLASS

Material Photosensitive Resin Photosensitive Resin
Function Transmissive Transmissive
Optical Density 4.3 4.3

Maximum Resolution More than 1000 LPI More than 1270 LPI
SUBSTRATE FILM GLASS

Material Polyester Film Soda Lime Glass
Flatness 0.1~0.3mm 0.01 mm

Operating Temperature -40~100 C -40~100 C
Thickness 0.188 mm 0.5/0.7/1.1 mm
Maximum OD 500 mm 180 mm
TOLERANCES FILM GLASS

Bar / Window Ratio <5% <5%

Pattern Excentricity <2 Um <2 Um

ID Tolerance +0.02 /-0 mm +0.05 /-0.05 mm
OD Tolerance +0.2 /-0.2 mm +0.05 /-0.05 mm
Excentricity of Pattern to ID <0.02 mm <0.02 mm
Excentricity of Patternto OD | <0.02 mm <0.02 mm
Punching Burrs / Edge <0.2 mm <0.05 mm

Chipping

ACCESSORIES

Hubs
Washers

Bi-adhesive tape

JIN ZON ENTERPRISE CO., LTD.

E-mail: jinzon@ms2.hinet.net

http://www jinzon.com

Taipei, Taiwan
Tel:886-2-2711-1093
Fax:886-2-2731-0902



REFLECTIVE FILM & GLASS DISC

Reflective chrome coating on thin film and soda lime glass

COATING FILM GLASS

Material Chrome Chrome

Function Reflective Reflective

Optical Density 4.3 4.3

Maximum Resolution More than 1000 LPI More than 1270 LPI
SUBSTRATE FILM GLASS

Material Polyester Film Soda Lime Glass
Flatness 0.1~0.3mm 0.01 mm
Operating Temperature -40~100 C -40~100 C
Thickness 0.188 mm 0.5/0.7/1.1 mm
Maximum OD 500 mm 180 mm
TOLERANCES FILM GLASS

Bar / Window Ratio <5% <5%

Pattern Excentricity <2 Um <2 Um

ID Tolerance +0.02 /-0 mm +0.05 /-0.05 mm
OD Tolerance +0.2 /-0.2 mm +0.05 /-0.05 mm
Excentricity of Pattern to ID <0.02 mm <0.02 mm
Excentricity of Patternto OD | <0.02 mm <0.02 mm
Punching Burrs / Edge <0.2 mm <0.05 mm

Chipping

ACCESSORIES

Hubs
Washers

Bi-adhesive tape

JIN ZON ENTERPRISE CO., LTD.

E-mail: jinzon@ms2.hinet.net

http://www jinzon.com

Taipei, Taiwan
Tel:886-2-2711-1093
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