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Photodiode Current Output PA —nA - A
Voltage Output (0...5V) 0...15V 0...5V 0...5V 0...5V
Current Output (4...20mA) 4.20mA 4..20mA
Digital Output (USB, CAN) CAN, USB frequency
g Protective steel housing yes yes yes
© Display yes yes
quz Display with touch screen yes
‘.6 Portablllty yes yes
=
o Temperature measurement yes yes yes
E Dual Channel yes yes yes yes
Datalogging / PC Connectivity yes yes, with PC yes
Dose measurement function yes yes yes
Output Relay terminal 3 yes
Working temperature C -55/+170 25/ +85 -20 / +80 (+170) -20 / +50 (+170) 25/ +85 15/ +65 -20 / +85
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sglux UV Sensor Connection Diagram
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photodiode amplifier same function, more comfort
2 channels
0.5V indicator LEDs & on/off ”I’._._ black wire = consigned by sglux
Q P T) red wire = consigned by customer
Radikon ;
TOCON cabinet controller Switch
(TO39 housing)
3x onfoff & RS232 and USB ——
ﬂ or Eig via consigned free software e and g
edoe _———

Photonic Sensor Monitor
same function, more comfort

Sensor Monitor 5.0
controller & display

up to 3 Switches

or

Computer

0.5V 0.3V
- ——()
4.20mA Voltmeter
UV Probe 4..20 mA KA\ or
(various housings) u
Amperemeter

JIN ZON ENTERPRISE CO., LTD.

USB via consigned free software

3
o

-

USB-Box

http://www .jinzon.com.tw

E-mail: jinzon@ms2.hinet.net

TEL:886-2-2711-1093

Computer

FAX:886-2-2731-0902



sglux UV Sensor Connection Diagram page 2, Digital Sensors, Meters, Dataloggers
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UV Spec main unit
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